
lasal PHOTO GLOSS 270
Specification Data Sheet

Product Description 

Lasal Photo Gloss is a single-sided heavy-weight, professional gloss surface with instant dry time.
The new state-of-the-art coating ensures the highest possible d-max and color holdout 
producingimages that are sharp and vivid. If you are looking for an everyday gloss photographic 
paper, thiswill �t the bill.

-Available in single sided sheets and rolls

Application

Photography, Portrait, Posters, Graphic Art Reproduction

Type of Material
Basis Weight
Caliper
Opacity
Gloss (BYK) 60°
CIE Whiteness (D65/10°)
Colour MLD UVO
OBA Content
Acid Free
PH Value
Coat

Recommendations

(212) 683-6990 NYC (562) 928-5600 LA     www.legionpaper.com  www.moabpaper.com

100% Alpha Celulose
270gsm
10.5mil
86%
50%
145
L= 93.7 a=-.04 b=-2.4 delta b= 10.8 
Yes
Yes
Neutral
Resin

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

..................................................................................................................................................

Aqueous Piezo Printer Compatibility
Aqueous Thermal Printer Compatibility
Solvent Printer Compatibility
Ink Compatibility
Storage

Print Settings & ICC Pro�le

All
All
N/A
Pigment, Dye
72°F (22°C); Relative Humidity: 30-70% (Store in
original packaging)
Our Custom ICC Pro�le will produce optimum 
results


